
Ultra EC
Ceiling exhaust fans

Features
Designed for NCC Section J fan efficiency compliance
Built in 12 minute run on timer for NCC compliance
Built in 0–10 V speed controller for commissioning
4 pin lead and plug 
Ultra efficient EC energy efficient motor
Ultra efficient forward curved impellor
Integrated backdraft damper
Ultra quiet operation due to the optimised casing design
Ultra modern design with round, square matt white and 
black grilles
Five year Blauberg Ventilation warranty 
Compliance: 
•	 AS/NZS 60335.2.80:2016+A1+A2+A3 
•	 AS/NZS 60335.1:2020+ A1

Ordering Information

Part Number Model Description

BLAULTRA EC TW Ultra EC TW 300 mm Round Fan Housing with EC Motor, 12 Minute Run On Timer, 0–10 V Speed Controller
BLAULTRASQGRILLE DP Ultra Square Square Grille – White
BLAULTRAROGRILLE DP Ultra Round Round Grille – White
BLAULTRASQGRILLEBK DP Ultra Square Black Square Grille – Black
BLAULTRAROGRILLEBK DP Ultra Round Black Round Grille – Black

Decorative Panels

DP Ultra Round DP Ultra Round Black DP Ultra Square DP Ultra Square Black

Air flow: 
up to	 482 m³/h 
	 134 l/s

Power: 
from	 14 W

Noise level: 
from	 26 dBA

IPX4

Overall Dimensions and Mounting 
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Fan Efficiency Examples For NCC Section J
COMPLIANCE

50 l/s @ 80 Pa – 27.6 % Total Efficiency – 26 dBA
50 l/s @ 100 Pa – 30.8 % Total Efficiency – 28 dBA
50 l/s @ 120 Pa – 32.3 % Total Efficiency – 29 dBA
50 l/s @ 150 Pa – 35.2 % Total Efficiency – 35 dBA

Technical Data

Model Ultra EC TW

Frequency [Hz] 50
Voltage [V] 220–240
Fan power [W] 14–55
Fan current @ 230 V [A] 0.25
Max. airflow [m³/h (l/s)] 482 (134)
Sound power level from [dBA]* 26–38

*Sound power level measured in free space at a distance of 3 meters from the fan. 
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Air flow [m3/h]

Max
21 W
18 W
16 W
14 W

blaubergventilation.com.au


